
•	 Nachrüstbares, kompaktes  
3-Wege-Ventil mit integrierten  
Düsenträgern

•	 Vom Fahrersitz aus elektrisch  
schaltbar

•	 Ideal geeignet für FB-Düsen  
in Kombination mit FD-Düsen,  
IS-Düsen in Kombination mit  
ID-Düsen, IDK-Düsen in Kombination 
mit IDKS-Düsen, IDTA-Düsen in  
Kombination mit IS-Düsen und  
IDKT-Düsen in Kombination mit  
IDKS-Düsen 

Vorteile
•	 Umschaltung ohne abzusteigen
•	 Schneller Schaltvorgang in  

unter 1 Sekunde
•	 Minimaler Energiebedarf,  

keine Stromabnahme während  
des Spritzvorgangs

•	 Alle Teile aus flüssigdüngerfestem 
Kunststoff oder Edelstahl

Lieferumfang
(Bausatz zur Selbstmontage)
•	 Elektrischer 3-Wegehahn 12 V
•	 2 Halteplatten
•	 2 Rohrhalteschellen
•	 4 Schrauben
•	 90°-Bögen mit Bajonett- 

anschlüssen System MULTIJET
•	 Schlauch mit Bajonettanschluss

Zu ergänzende Bauteile
•	 1 Stecker 3-polig Fa. Deutsch
•	 Dreiadriges Kabel (Länge nach Gerät) 
•	 12 V Wechselschalter 
•	 Jeweilige Randdüse 
•	 1 Bajonettmutter (Kombikappe Lechler)

Das Ersatzteilkit enthält Steckanschlüsse 
(gerade und gewinkelt), einen Schlauch 
sowie passende Dichtungen. Dadurch 
können Reparaturen direkt am Betrieb 
durchgeführt werden, ohne den aufwendi-
gen Austausch kompletter Baugruppen.

•	 Schnelle Reparatur vor Ort 
•	 Längere Systemlebensdauer 
•	 Reduzierung von Ausfallzeiten 
•	 Ressourcenschonend 

Ersatzteilkit

A G R A R T E C H N I K

ELEKTRISCHE 
RANDDÜSENSCHALTUNG
mit Ersatzteilkit

Bestell-Nr.

065.290.00.00.00.0

Bestell-Nr.

065.290.00.10.00.0

Lechler GmbH · Agrardüsen und Zubehör 
Paul-Lechler-Straße 11 · 72555 Metzingen · Telefon + 49 7123 962-0 · info@lechler.de · www.lechler-agri.de
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•	 Retrofittable, compact 3-way valve 
with integrated nozzle holders

•	 Can be electrically controlled from the 
driver’s seat

•	 Ideally suited for FB nozzles in combi-
nation with FD nozzles, IS nozzles  
in combination with ID nozzles, IDK 
nozzles in combination with IDKS 
nozzles, IDTA nozzles in combination 
with IS nozzles and IDKT nozzles in 
combination with IDKS nozzles 

Advantages
•	 Switchover without dismounting
•	 Fast switching in less than 1 second
•	 Minimum energy requirement, no  

power consumption during spraying
•	 All parts made of liquid fertilizer- 

resistant plastic or stainless steel

Scope of delivery
(kit for self-installation)
•	 Electric 3-way valve 12 V,
•	 2 fixing clamps
•	 2 pipe clamps
•	 4 screws
•	 90 ° elbows to connect bayonet 

caps system Multijet
•	 Hose with bayonet adaptor

Required components for 
a complete system
•	 1 plug – triple pole – type Deutsch
•	 3 core cable  

(length dep. on working width)
•	 12 V toggle switch
•	 Suitable border nozzle
•	 1 bayonet cap – Lechler Combi Cap

The spare parts kit includes plug end 
fittings (straight and angled), a hose, and 
matching gaskets. This allows repairs to 
be carried out directly on-site without the 
need for the time-consuming replacement 
of entire assemblies.

•	 Fast on-site repair
•	 Longer system service life 
•	 Reduction of downtime 
•	 Resource-efficient 

Spare parts kit

A G R I C U LT U R E

ELECTRIC BORDER 
NOZZLE KIT
with spare parts kit

Ordering no.

065.290.00.00.00.0

Ordering no.

065.290.00.10.00.0

Lechler GmbH · Agricultural Spray Nozzles and Accessories 
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