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NEW

EasyFitCap
Bayonet cap suitable for MULTIJET system

Optimised bayonet cap for maximum performance
Improved ergonomics, enhanced functionality and 
sustainable materials – our new bayonet cap sets new 
standards!

• Improved ergonomics
– Comfortable grip with long wings
– Rounded edges for easy handling

• Maximum safety and comfort
– Audible lock prevents accidental release
– Flatter bayonet pitch for easier attachment
– Extended design provides better nozzle protection  
 and grip

• Universal compatibility
– Suitable for AF 8 and AF 10 nozzles
– Compatible with all Lechler and third party nozzles,  
 including short versions (AD/LU/E/ST)
– Suitable for all MULTIJET-compatible bayonet 
 systems
– Reduced risk of tip damage and contamination

• Practical improvements
– Can be combined with nozzle strainer with integrated  
 gasket (Order number 065.268.7J.25.10.0,   
 065.268.7J.60.10.0)
– New installation tool – can also be used as a 
 multitool for MULTIJET bayonet caps (Order 
 number 092.179.56.40.91)

• Sustainable and durable
– Made from sustainable materials
– POM plastic – more wear resistant than traditional  
 polyamide
– High resistance to pesticides and liquid fertilizers
– UV resistant for long life

• Flexible and customizable
– Wide pressure range up to 10 (20) bar
– Private labelling available on request

Advantages 



Description1 Color Order number

Combi Cap AF 8/AF 10 Red 092.179.56.00.00

Combi Cap AF 8/AF 10 Yellow 092.179.56.10.00

Combi Cap AF 8/AF 10 Green 092.179.56.20.00

Combi Cap AF 8/AF 10 Blue 092.179.56.30.00

Combi Cap AF 8/AF 10 Black 092.179.56.40.00

Combi Cap AF 8/AF 10 Orange 092.179.56.60.00

Combi Cap AF 8/AF 10 White 092.179.56.50.00

Combi Cap AF 8/AF 10 Brown 092.179.56.70.00

Combi Cap AF 8/AF 10 Violet 092.179.56.80.00

Combi Cap AF 8/AF 10 Grey 092.179.56.90.00

Available versions

1 EasyFitCap incl. gasket, Order number: 095.015.6C.13.08
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NEW



 
 

LECHLER NOZZLE  
STRAINER

A G R I C U LT U R E

Technical features

Advantages

•	 Nozzle strainer: one-piece with collar,  
moulded gasket or non-return valve

•	 Nozzle strainer mesh size: 
– 25/30 M
– 50/60 M

•	 Nozzle strainer and moulded gasket: 
– Moulded gasket: fixes the nozzle and nozzle  
	 strainer in the bayonet cap
– Assembly/disassembly: nozzle strainer  
	 remains in the bayonet cap

•	 Compatible with all bayonet systems:
– MULTIJET
– TWISTLOC
– Hardi

•	 Suitable for screw connections with 3/8":
– Eyelet connectors
– Ball joints
– Swivel nozzle holders
– Couplings and nipples

•	 Total filter area on the longitudinal and  
cover side 628 mm² 
– Longer cleaning intervals 
– Low pressure loss

•	 Mesh size and color coding according to 
ISO 19732 

•	 Max. Flow rate: 
– 25/30 M: 30 l/min at 2 bar 
– 50/60 M: 20 l/min at 2 bar
 

•	 Quick and easy installation on the nozzle holder 
•	 Increased user protection: easy handling  

with gloves
•	 Enlarged filter area for higher liquid flow rate
•	 No turbulent flow within the sieve:  

improves nozzle performance

NEW

Nozzle strainer with moulded gasket  
(MULTIJET/MultiCap/EasyFitCap)

Nozzle strainer with moulded gasket  
(Hardi)

Nozzle strainer with socket
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Designation Mesh size D
[mm]

L
[mm] Material Ordering no.

Nozzle strainer with moulded gasket

MULTIJET/MultiCap/EasyFitCap

25/30 M 18.8 19.6
POM/ 

Santoprene
065.268.7J.25.10

50/60 M 18.8 19.6
POM/ 

Santoprene
065.268.7J.60.10

Hardi

25/30 M 15.8 18.7 POM/Rubber 065.268.6C.25.20

50/60 M 15.8 18.7 POM/Rubber 065.268.6C.60.20

TWISTLOC

25/30 M 18.0 19.0
POM/ 

Santoprene
065.268.7J.25.00

50/60 M 18.0 19.0
POM/ 

Santoprene
065.268.7J.60.00

Nozzle strainer with socket

25/30 M 14.8 21.4 POM 065.256.56.00.00

50/60 M 14.8 21.4 POM 065.257.56.00.00

Ball check valve

Opening pressure 2.5 bar
25/30 M 14.8 21.0

POM/
Stainless steel

065.266.56.02.00

50/60 M 14.8 21.0
POM/

Stainless steel
065.265.56.02.00

Opening pressure 0.5 bar

25/30 M 14.8 21.4
POM/

Stainless steel
065.266.56.00.00

50/60 M 14.8 21.4
POM/

Stainless steel
065.265.56.00.00
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