Micro multi-channel round jet nozzles )
for air
Series 600.625.1Y

Features: .

e Powerful, punctiform air stream OSHA BE

e Ultra-compact design for ‘ Le
difficult-to-reach locations !

e | ow noise level Ly

e Reduced air consumption ﬂ

e For the highest thermal y Q‘?
requirements

Applications: oD

e Targeted blowing off and Series 600.625.1Y
blowing out

Cost savings and noise reduction
Noise
i 0, 0,
_@ Cost savings l 10% ﬂ)) reduction I 6%

Technical data
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Air consumption [m®h in normal condition]

Pressure [bar] Pressure [bar] Pressure [bar]

Dimensions [mm] Weight
L, L, @D [d]

00 M4 x 0.5 16.5 5.5 4.0 1.0
10 M5 x 0.5 16.5 5.5 5.0 1.0

Mat. no. Code

Code G

Type 1Y

Stainless steel 316L M4 x 0.5 M5 x 0.5

600.625 [ J 00 10

Ordering Type + Material no. + Code Ordering no. © Assembly accessories can be found in Chapter 9
example: 600.625 + 1Y + 00 = 600.625.1Y.00 O “Accessories”.

CONTACT: Lechler GmbH - Ulmer Strasse 128 - 72555 Metzingen, Germany - Phone +49 7123 962-0 - ind@lechler.de - www.lechler.com LE['H LER






